
244

47 CFR Ch. I (10–1–96 Edition)§ 87.477

Office prior to each activation of the
transmitter.

[53 FR 28940, Aug. 1, 1988, as amended at 54
FR 11721, Mar. 22, 1989]

§ 87.477 Condition of grant for radio-
navigation land stations.

Radionavigation land stations may
be designated by the FAA as part of
the National Airspace System. Sta-
tions so designated will be required to
serve the public under IFT conditions.
This condition of grant is applicable to
all radionavigation land stations.

§ 87.479 Harmful interference to radio-
navigation land stations.

(a) Military or other Government
stations have been authorized to estab-
lish wide-band systems using fre-
quency-hopping spread spectrum tech-
niques in the 960–1215 MHz band. Au-
thorization for a Joint Tactical Infor-
mation Distribution Systems (JTIDS)
has been permitted on the basis of non-
interference to the established aero-
nautical radionavigation service in
this band. In order to accommodate the
requirements for the system within the
band, restrictions are imposed. Trans-
missions will be automatically pre-
vented if:

(1) The frequency-hopping mode fails
to distribute the JTIDS spectrum uni-
formly across the band;

(2) The radiated pulse varies from the
specified width of 6.4 microseconds
±5%;

(3) The energy radiated within ±7
MHz of 1030 and 1090 MHz exceeds a
level of 60 dB below the peak of the
JTIDS spectrum as measured in a 300
kHz bandwidth. The JTIDS will be pro-
hibited from transmitting if the time
slot duty factor exceeds a 20 percent
duty factor for any single user and a 40
percent composite duty factor for all
JTIDS emitters in a geographic area.

(b) If radionavigation systems oper-
ating in the 960–1215 MHz band experi-
ence interference or unexplained loss of
equipment performance, the situation
must be reported immediately to the
nearest office of the FAA, the National
Telecommunications and Information
Administration, Washington, DC 20504,
or the nearest Federal Communica-
tions Commission field office. The fol-

lowing information must be provided
to the extent available:

(1) Name, call sign and category of
station experiencing the interference;

(2) Date and time of occurrence;
(3) Geographical location at time of

occurrence;
(4) Frequency interfered with;
(5) Nature of interference; and
(6) Other particulars.

§ 87.481 Unattended operation of do-
mestic radiobeacon stations.

(a) Radiobeacons may be licensed for
unattended operation. An applicant for
unattended operations must provide in-
formation about the following:

(1) The transmitter is crystal con-
trolled and specifically designed for
radiobeacon service and capable of
transmitting by self-actuating means;

(2) The emissions of the transmitter
must be continuously monitored by a
licensed operator, or by a direct posi-
tive automatic monitor, supplemented
by aural monitoring at suitable inter-
vals;

(3) If as a result of aural monitoring
it is determined that a deviation from
the terms of the station license has oc-
curred, the transmitters must be dis-
abled immediately by a properly au-
thorized person. If automatic monitor-
ing is used, the monitor must insure
that the operation of the transmitter
meets the license terms or is disabled;

(4) The time, including travel time,
required for a properly authorized per-
son to disable the transmitter;

(5) The equipment must be inspected
at least every 180 days. Results of in-
spections must be kept in the station
maintenance records;

(6) The transmitter is not operable by
or accessible to, other than authorized
persons;

(7) The transmitter is in a remote lo-
cation.

(b) Authority for unattended oper-
ation must be expressly stated in the
station license.

Subpart R—Civil Air Patrol Stations

§ 87.501 Scope of service.
Civil Air Patrol land and mobile sta-

tions must be used only for training,
operational and emergency activities
of the Civil Air Patrol.
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(a) Civil Air Patrol land and mobile
stations may communicate with other
land and, mobile stations of the Civil
Air Patrol. A Civil Air Patrol land sta-
tion may be moved from its authorized
location for temporary operation in the
same general area for short periods of
time not to exceed 72 hours.

(b) When engaged in training or on
actual missions in support of the U.S.
Air Force, Civil Air Patrol stations
may communicate with U.S. Air Force
stations on the frequencies specified in
subpart E.

§ 87.503 Supplemental eligibility.
Licenses for Civil Air Patrol land and

mobile stations will be issued only to
Wings or the Headquarters of the Civil
Air Patrol. All applications must be
submitted to the Commission via Civil
Air Patrol Headquarters, Maxwell Air
Force Base, AL 36112. A single fleet li-
cense will be issued to Civil Air Patrol
Headquarters and to each Civil Air Pa-
trol Wing to authorize all Civil Air Pa-
trol Station transmitters operated by
the Wing or Headquarters.

[54 FR 11721, Mar. 22, 1989]

§ 87.505 Frequencies.
The assigned frequencies available

for assignment to Civil Air Patrol land
and mobile stations are contained in
the frequency table in subpart E. The
frequency, emission, and maximum
power will be determined by Head-
quarters Civil Air Patrol in accordance
with the Civil Air Patrol Communica-
tions Plan.

Subpart S—Automatic Weather
Observation Stations

§ 87.525 Scope of service.
Automatic weather observation sta-

tions must provide up-to-date weather
information including the time of the
latest weather sequence, altimeter set-
ting, wind speed and direction, dew-
point, temperature, visibility and other
pertinent data needed at airports hav-
ing neither a full-time control tower
nor a full-time FAA Flight Service
Station. When a licensee has entered
into an agreement with the FAA, an
automatic weather observation station
may also operate as an automatic ter-

minal information station during the
control tower’s operating hours.

§ 87.527 Supplemental eligibility.
(a) Licenses will be granted only

upon FAA approval.
(b) Eligibility for an automatic

weather observation station or an
automatic terminal information sta-
tion is limited to the owner or operator
of an airport or to a person who has en-
tered into a written agreement with
the owner or operator for exclusive
rights to operate and maintain the sta-
tion. Where applicable a copy of the
agreement between the applicant and
owner or operator of the airport must
be submitted with an application.

(c) Only one automatic weather ob-
servation station or an automatic ter-
minal information station will be li-
censed at an airport.

§ 87.529 Frequencies.
Prior to submitting an application,

each applicant must notify the nearest
appropriate FAA Regional Spectrum
Management Office. Each application
must be accompanied by a statement
showing the name of the FAA Regional
Office and date notified. The Commis-
sion will assign the frequency. Nor-
mally frequencies available for air traf-
fic control operations set forth in sub-
part E will be assigned to automatic
weather observation stations and to
automatic terminal information sta-
tions. When a licensee has entered into
an agreement with the FAA to operate
the same station as both an automatic
weather observation station and as an
automatic terminal information sta-
tion, the same frequency will be used
in both modes of operation.

PART 90—PRIVATE LAND MOBILE
RADIO SERVICES

Subpart A—General Information

Sec.
90.1 Basis and purpose.
90.5 Other applicable rule parts.
90.7 Definitions.

Subpart B—Public Safety Radio Services

90.15 Scope.
90.16 Public Safety National Plan.
90.17 Local Government Radio Service.
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